Site : ON-403  Tully Vailey Mudboils

Date : July 22, 1992

Location : South side Otisco Road, ~150' west of collapsed bridge over Onondaga Creek

Elevation LSD =553.80

Well — piow
Depth o nt Sample Remarks Stratigraphy Geologic Description
0
4 Cuttings [ SAND AND GRAVEL, roadiill L
5 ——
T " SAND, with some silt, [alluvial or old mudbail deposits?7] T
4 5 No revry 4
MEDIUM TO COARSE SAND, gray, wet, 1010 11.5'
10— Varve | SAND AND GRAVEL, gray, medium pebbles, wet, 11.5 to 12, 1T
T 6 Frequency:. red clay in nose of spoon - +
T * \‘ RED CLAY, massive, with trace of silt, olive gray, sections show some -
4 7 \ - type of disturbance 120 13' +
4 -\\ RED CLAY AND OLIVE GRAY SILT, with some vf sand, varves 1
inclined ~ 10°, 13 to 14’
15 =~ 11 Shelby tube T
-+ . RED CLAY, massive, with zone of interbedded varved clay with +
L s 24" revry - silt'vf sand, clay generally 2 to 6" thick, olive gray varves 1/8" thick 4
:: o4 MOSTLY MASSIVE RED GLAY, mottled with olive green clay and ::
2 revry silt, occasional thin (1/16" thick) silt layer, often inclined.
20 —— -
<+ WOH 24" revry MASSIVE CLAY, faintly red but mostly olive gray, with occasional -+
£ . varved zones (clay/silt and vf sand), irregular thicknesses N 1
-+ 3 Shelby tube o -+
25 —~ WOH 24" revry i —
T N MOSTLY RED CLAY, 2 to 7* thick, clay occasionally interbedded with I
T WOH 24" revry olive gray vf sand/sitt, 1/16 to 1/4" thick T
30 —— ; . -
:: 4" revr | RED CLAY, soft, plastic, 3310 34', olive mottled gray/red clay 34.to :
3 y 36", with occasional thin, vf sand/silt layers
35— -
T 4 helby tube REDDISH GRAY CLAY in nose of Shelby tube T
T WoH 4" rovry MASSIVE OLIVE GRAY CLAY, irregularly bedded thin vi sand/silt T
40 -1 and clay layers, olive gray throughout -
T . - MOSTLY VARVED RED CLAY, with vf sand and silt, 60% dlay, and |
T WoH 24" revry " 40% vi sand and silt . T
a5 — | — -1
A
+ 5 24" revry MASSIVE RED/GRAY CLAY, no varves or silt +
50

AUTOMATIC HAMMER - 340 LBS.
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Site : ON-403  Tully Valley Mudboils

Date : July 22, 1992

Location : South side Otisco Road, ~150" west of collapsed bridge over Onondaga Creek

Well
Depth g:::“ Sample Remarks Geoiogic Description
50
T 24" revry MASSIVE RED/GRAY CLAY T
55 | 1
T 24" revry CLAY AND SILT, 58 to 59.5', T
60 ~ T SILT/VF Sand, 59.5 to 80, liquifiable -
T Shelby tube No recovery, sample slid out of Shelby tube, but both T
4 inside and outside of tube polished, indicating sand -+
1. 20 feet of sand and silt heaved-up into augers at 60 foot level A
€5
70 71 1
- INSTALLATIO 4
Hole Depth = 60 feet
T Screened interval = open end of casing T
-4 open fo flowing sand 4
12" steel casing ‘over-drove' 6" auger hole,
75 T driven 35 feet into clay unit. T
4 Welded steel plate over top of 12" casing +
with valve and pressure gage installed.
-+ Pressure readings indicate 7 to 9 psi measured +4
after well was sealed.
80 | -
85 [ T
9 [ . —_
C e 4
) \ —
100

AUTOMATIC HAMMER - 340 LBS.
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